




Application for heat transfer - heat oil pumps

normal-priming centrifugal water pumps

heat transfer pumps (thermal oil)

version F23QN150(E)R105 F23SN200(I)R106
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type 2M41 3M41
model 2-cylinder diesel engine 3-cylinder diesel engine

power kW 18.2 22.5

speed r.p.m. 1.800 1.500

starting system crankhandle start (electric start possible)
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type F23QN150E F23SN200 I

connection:

suction side inch 6 8

pressure side inch 5 8

max. suction height m 4 4

max. pressure height m 21.5 15

max. sand proportion g/m³ 40 40

max. delivery rate m³/h 320 520

m
o
d

el chassis with drawbar mm 2.300 x 1.550 x 1.500 2.500 x 1.550 x 1.600

weight kg ca. 520 ca. 760
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F23QN150

F23SN200

version NTWH 80-160A105
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type 2M41

model 2-cylinder diesel engine

power kW 23.4

speed r.p.m. 2.900

starting system
e-start with automatic power 

failure identification possible
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type NTWH 80-160

connection:

suction side inch 4

pressure side inch 3

max. pressure height m 30

max. delivery rate m³/h 150

m
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basic frame mm 1.500 x 800 x 900

weight:

chassis kg 480

NTWH 80

F23QN150 - 1800 r.p.m
F23SN200 - 1500 r.p.m
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M41-series

ifunctional application
nities, agriculture as well as national and international aid organisations.

ith long durability, easy starting and high reliability.
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Subject to modifications.

All illustrations in this leaflet are samples and can be 

adjusted according to customer demands and their 

technical requirements.




